
TECH
GTEC 
 

 

Description 
GTEC Therma
with significan
better fire saf
  
Appearance 
GTEC Therma
orange colour
down the long
fibreglass tissu
 
Composition 
Aerated Calciu
paper with bo
starch. Edge g
Formaldehyde
using PVA adh
 
Compliance A
GTEC Standar
Type A. Lamin
PF complies w
 
Physical Prop
Strength to BS
9.5mm Board 
Longitudinal b
Transverse br
 
Water vapour
30 mm = 100 
40 mm = 100 
50 mm = 100 
60 mm = 100 
70 mm = 100 
 
Fire Resistanc
system, call Te
 
Reaction to fir
Euroclass B‐s1
Class 0 to Buil
 
Moisture Cont
 < 2 % 
 
Mass: 
7.2 kg/m2 for 
7.7 kg/m

2 for 
 

HNICA
Therm

l K Board is for 
ntly improved t
fety and better 

l K Board is colo
red foam board
g edges of the f
ue.  

um sulphate di‐
ound edges. Cor
glue is PVA. Var
e foam (PF) are
hesive. 

Authority 
d Board compli
nate complies w
with BS EN 1316

erties 
S EN 520:  

breaking load ≥ 
eaking load ≥ 1

r resistance:  
MNs/g 
MNs/g 
MNs/g 
MNs/g 
MNs/g 

ce and Sound in
echnical Enquir

re: 
1, d0 to BS EN 1
lding Regulation

tent: 

30mm board 
40mm board 

AL DA
mal K Bo

use as a drylini
thermal insulati
moisture vapo

oured ivory on 
d on the back an
front. The back

‐hydrate enclos
re and papers a
rious thicknesse
e factory bonde

ies with BS EN 5
with BS EN 1395
66 and is coded

 400 N  
160 N  

nsulation Rw dep
ryline for advice

13501‐1  
ns Part B 2006.

ATA SH
oard 

ing board lamin
ion, it also has 
ur resistance. 

the front and h
nd has tapers 
surface is whit

sed inside a tou
are bonded wit
es of Phenol 
d to 9.5 mm bo

520:2004+A1:2
50:2005  
 as Kingspan K5

pend on the 
e. 

 

HEET

nate 

has 

te 

ugh 
h 

oard 

009  

5 

8.2
8.7
9.2
The
 
The
30 
40 
50 
60 
70 
 
The
15‐
25‐
≥45
 
Na
 > 2
 
Imp
Me
 
Env
Glo
Ozo
 
Fix
Use
Wa
the
 
Joi
GT
Joi
Un
 
He
Ple
ava
 
Lam
20.
22.
23.
25.
26.
  
20/

 

2 kg/m2 for 50m
7 kg/m2 for 60m
2 kg/m2 for 70m
e density of the

ermal Resistanc
mm = 0.92 m2K
mm = 1.48 m2K
mm = 1.95 m

2
K

mm = 2.55 m2K
mm = 3.05 m2K

ermal Conducti
‐24mm = 0.023
‐44mm = 0.021
5mm = 0.020 W

ail & screw pull t
200 N 

pact resistance
edium Duty  

vironment & Su
obal Warming P
one depleting P

xing 
e either dabs o
all Lining Adhes
e GTEC Dryliner

nting Finishing
EC Thermal K B
nting Systems. 
iversal Sealer p

alth & Safety
ease read the La
ailable on our w

minate weight:
.74 kg  for 2400
.18 kg  for 2400
.62 kg  for 2400
.06 kg  for 2400
.50 kg  for 2400

/03/2015 RC

mm board 
mm board 
mm board 
e PF is 40 kg/m3

ce, R:  
K/W  
K/W 
K/W 
K/W                 
K/W 

ivity of Insulatio
 W/mK 
 W/mK 

W/mK 

through: 

to BS 5234‐2 A

ustainability 
Potential (GWP)
Potential (ODP)

f GTEC Universa
sive, GTEC Shall
r system  

 & Painting 
Board can be joi
The boards req
prior to decorat

aminates Healt
website or at En

0 mm x 1200 m
0 mm x 1200 m
0 mm x 1200 m
0 mm x 1200 m
0 mm x 1200 m

Pag

3 

on, λR: 

Appendix B 

) = 3 
) = 0 

al Bonding com
low Wall Chann

inted and finish
quire priming w
ting. 

h and Safety Da
nquiryline. 

m x 30 mm boa
m x 40 mm boa
m x 50 mm boa
m x 60 mm boa
m x 70 mm boa

ge 1 of 1 

mpound, GTEC 
nels (MFCS) or 

hed with GTEC 
with GTEC 

atasheet 

ard 
ard  
ard  
ard  
ard  


